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NEW Products & Spotlight
Thermapen 4 now
in 10 colours

Since our launch in1983 Ace Industrial Supplies Ltd has
developed a reputation as supplier of quality and value for
money instrumentation.


Product Warranty & Guarantee

p3

Thermapen IR

All ETI manufactured instruments (those shown with the
‘Made In Britain’ logo, as above) carry a two- year
guarantee against defects in either components or
workmanship. During this period, products that prove
to be defective will, at the discretion of ETI, be either
repaired or replaced without charge. Instruments that
have not been manufactured by ETI will be subject to
a guarantee period of twelve months. Such guarantees
do not apply to sensors/ probes, where a six-month
period is offered. This six-month period also applies
to a sensor/probe where it is an integral part of an
instrument.
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Thermapen Bluetooth
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The product guarantee does not cover damage caused
by fair wear and tear, abnormal storage conditions,
incorrect use, accidental misuse, abuse, neglect,
misapplication or modiﬁcation, or use with non-ETI
hardware/software.

Therma Data Wi-Fi
p24



Therma Hygrometers

ETI’s Quality Management System is assessed to ISO
9001:2008 by the British Standards Institution. As part of
our policy of continuous product development we reserve
the right to change speciﬁcations at any time.
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PH Testers
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Reference
Thermometers
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Calibration
p39

tel: 01580 891300

Quality

How to Order
Our simple ordering procedure allows you to place your
order with the utmost of ease.
You may order by: phone, fax, or e-mail.
Tel: 01580 891300 Fax: 01580 891350
e-mail: qasales@aceindustrial.co.uk
If you are not an account customer, you may pay by VISA,
DELTA, MASTERCARD or MAESTRO. If you wish to open
an account please ask for an account application form.
We can conﬁrm prices and delivery from your enquiry, and
providing goods are in stock, next day delivery by our own
transport or courier can normally be made.
Prices are subject to VAT. Claims for short delivery or damage
must be advised in writing within 2 days, non-delivery must
be advised in writing within 14 days of invoice date.
All prices quoted are exclusive
of carriage and VAT at the
standard rate.

email: qasales@aceindustrial.co.uk

SuperFast Thermapen® 4
digital thermometer

z patented, automatic 360° rotational display
z FREE traceable certificate of calibration
z reaches temperature in just 3 seconds
z waterproof to IP66/67

Using advanced technology the Thermapen 4 includes a number of innovative features. The patented 360°
self-rotating display can be used in any position, in either hand. The unit incorporates an intelligent backlit display
sensing light levels, automatically turning the backlight on/off in varying light conditions. The motion-sensing sleep
mode with user changeable time delay, automatically turns the Thermapen 4 on/off when set down or picked up,
maximising battery life.

Catering

The SuperFast Thermapen is the UK’s
number one selling food thermometer
measuring temperature over the range of -49.9
to 299.9 °C. Used by hundreds of thousands of
people worldwide, it offers a combination of speed, accuracy
and convenience of use.

The casing is washable and includes 'Biomaster' additive that reduces bacterial growth and the ergonomic rubber
seal minimises the risk of the ingress of water, dust or food. As well as being waterproof to IP66/67, it is still 'probably'
the fastest reading contact thermometer on the market today . The true temperature of a product can be tested in just
three seconds. The Thermapen 4 incorporates a reduced tip, stainless steel, penetration probe (Ø3.3 x 110 mm)
that conveniently folds back through 180° into the side of the instrument when not in use.
The Thermapen 4 is powered by a single AAA battery with a life expectancy of 3000 hours in normal use, without the
backlight. Both low battery (icon) and open circuit indication are displayed, when applicable. Each Thermapen 4
is supplied with a FREE traceable certificate of calibration.

intelligent
backlit LCD

truly ambidextrous
Automatic 360° rotational display.
UK Patent No. GB 2504936

order code
234-407
234-417
234-427
234-437
234-447
234-457
234-477
234-487
234-497
234-507
830-460
830-465
830-110
830-001
832-002

description
Thermapen 4 - grey
Thermapen 4 - white
Thermapen 4 - yellow
Thermapen 4 - green
Thermapen 4 - red
Thermapen 4 - blue
Thermapen 4 - black
Thermapen 4 - orange
Thermapen 4 - pink
Thermapen 4 - purple
protective silicone boot
silicone boot - glow in dark
protective wallet
zip pouch
s/steel wall bracket

£ each
54.00
54.00
54.00
54.00
54.00
54.00
54.00
54.00
54.00
54.00
5.00
8.50
5.00
6.00
10.00

www.aceindustrial.co.uk

AUTO
OFF

IP66/
IP67

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

360°



HACCP

COMPATIBLE

SuperFast Thermapen 4
-49.9 to 299.9 °C
0.1 °C or 1 °C - user selectable
±0.4 °C (-49.9 to 199.9 °C) otherwise ±1 °C
1 x 1.5 volt AAA
3000 hours (normal use, without backlight)
K thermocouple
14.5 mm (horizontal) & 12 mm (vertical) LCD
19 x 50 x 157 mm
120 grams

FREE traceable certificate of calibration included

tel: 01580 891300
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SuperFast Thermapen® 3

reaches temperature in just 3 seconds!

z FREE traceable certificate of calibration
z simple & lightweight to use
The SuperFast Thermapen 3 thermometer incorporates a large
digital display with a precise read-out of temperature over the
range of -49.9 to 299.9 °C with a 0.1 °C resolution and an
accuracy of ±0.4 °C. The resolution can be switched to 1 °C,
if required.
The casing is washable and includes 'Biomaster' additive that reduces
bacterial growth such as MRSA and E.coli, the ergonomic rubber
seal also minimises the risk of the ingress of water, dust or food.

Catering
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The Thermapen 3 incorporates a reduced tip, stainless steel, food
penetration probe (Ø3.3 x 115 mm) that conveniently folds back
through 180° into the side of the instrument when not in use.
AUTO
OFF

order code
231-217
231-227
231-237
231-247
231-257
830-260
830-265
830-110
830-001
832-002

description
Thermapen 3 - white
Thermapen 3 - yellow
Thermapen 3 - green
Thermapen 3 - red
Thermapen 3 - blue
protective silicone boot
silicone boot - glow in dark
protective wallet
zip pouch
s/steel wall bracket

£ each
43.00
43.00
43.00
43.00
43.00
4.50
7.50
5.00
6.00
10.00

Thermapen® 3 with Burger Probe

£ each
55.00
55.00

FREE traceable certificate of calibration included

tel: 01580 891300

COMPATIBLE

SuperFast Thermapen 3
-49.9 to 299.9 °C
0.1 °C or 1 °C - user selectable
±0.4 °C (-49.9 to 199.9 °C) otherwise ±1 °C
2 x 3 volt CR2032 - 1500 hours
K thermocouple
14.5 mm LCD
19 x 47 x 153 mm
97 grams

FREE traceable certificate of calibration included

Pro-Surface Thermapen® 3

The Thermapen 3 with Burger Probe has been
specifically designed for use in restaurants and fast
food outlets to ensure that burgers are cooked to the
correct temperature. Simply insert the probe into burger
until the disc touches the surface of the burger to
ensure the burger is cooked to perfection. Each unit
features the specification as the SuperFast Thermapen
3 (see above).
order code description
231-140
Thermapen Burger Probe 8 mm
231-142
Thermapen Burger Probe 12 mm

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight



HACCP

The Pro-Surface Thermapen 3
measures the temperature of
grills, hotplates, and other surfaces
over the range of -49.9 to 299.9 °C.
Simply open the probe and take the
reading - the pivoting probe and swivel tip
ensure perfect surface contact and high
accuracy measurement. This model has been
calibrated "as a system" for improved accuracy.
The Pro-Surface features the same specification
as the SuperFast Thermapen 3 (see above) and
is supplied in a soft PVC zip pouch.
order code description
231-279
Pro-Surface Thermapen 3

£ each
71.00

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

Thermapen® IR

infrared thermometer with foldaway probe

z patented, automatic 360° rotational display
z adjustable emissivity for different surfaces
z motion-sensing sleep mode - probe only
z FREE traceable certificate of calibration
The Thermapen IR is two instruments in one compact unit,
combining the advanced technology of two ETI designed and
manufactured products, the RayTemp 2 Plus infrared thermometer
and Thermapen 4 digital probe thermometer.

Catering

Housed in a robust ABS case containing 'Biomaster' additive which
reduces bacterial growth, the Thermapen IR incorporates a motionsensing sleep mode (penetration probe only) which automatically
turns the instrument on/off when set down or picked up, maximising
battery life.

infrared thermometer
Simply aim the infrared thermometer at the target and press the scan
button to display the surface temperature. Please Note: the infrared
non-contact function will only measure when the probe is in the closed
position.
The Thermapen IR thermometer incorporates a max/min temperature
function accessed via the mode button (IR only). The distance to
target ratio is 5:1, therefore the thermometer should be positioned
as close to the target as possible. The default emissivity is 0.95 but can
be adjusted between 0.1 and 1, if required via the mode button.


penetration probe
Alternatively, it is possible to take liquid or the core temperature of
semi-solid food products using the fast response, stainless steel
penetration probe (Ø3.3 x 110 mm). Displaying the temperature in just
3 seconds. The probe conveniently folds back through 180° into the side
of the instrument when not in use.

MAX/
MIN

AUTO
OFF

specification
range - infrared
range - probe
resolution
accuracy - infrared
UK Patent No. GB 2504936

order code
228-065
830-480
830-001
832-002

description
Thermapen IR
protective silicone boot
zip pouch
s/steel wall bracket

£ each
60.00
6.50
6.00
10.00

www.aceindustrial.co.uk

accuracy - probe
field of view
emissivity
battery
battery life
display
dimensions
weight

wall bracket

360°



HACCP

COMPATIBLE

Thermapen IR
-49.9 to 349.9 °C
-49.9 to 299.9 °C
0.1 or 1 °C/°F - user selectable
±1 °C (0 to 100 °C) otherwise ±2 °C
or ±2 % of reading whichever is greater
±0.4 °C (-49.9 to 199.9 °C) otherwise ±1 °C
target ratio 5:1
0.95 default - adjustable 0.1 to 1
2 x 3 volt CR2032 lithium coin cell
1000 hours - continuous use
12 mm (horizontal) & 10 mm (vertical) LCD
19 x 50 x 157 mm
125 grams

FREE traceable certificate of calibration included (probe & IR)

tel: 01580 891300
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Thermapen® Blue

with Bluetooth LE wireless technology
®

z securely transmits data to your smart device
z helps your business be HACCP compliant
z colour-coded ID for different applications
z SDK & technical support available

Remote Monitoring

116
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The new Thermapen Blue combines the latest Bluetooth®
wireless technology with the same high accuracy, precision
and speed as delivered by the SuperFast Thermapen.
Simply connect to your host device (iOS or Android), probe
the item to be measured and press the button to securely
transmit your temperature data via a secure connection of
up to 50 metres.
The casing is washable and includes 'Biomaster' additive that
reduces bacterial growth and the ergonomic rubber seal
minimises the risk of the ingress of water, dust or food. As
well as being waterproof to IP66/67, the Thermapen Blue
is still 'probably' the fastest reading contact thermometer on
the market today. The true temperature of a product can be
tested in just three seconds.
The Thermapen Blue incorporates a reduced tip, stainless
steel, penetration probe (Ø3.3 x 110 mm) that conveniently
folds back through 180° into the side of the instrument when
not in use.
A Software Developer Kit (SDK) is available upon request to
allow integrators to write custom Apps to communicate with
the Thermapen Blue.

le
p
m
a
s

AUTO
OFF

IP66/
IP67

specification
range
resolution
accuracy

order code
179-607
179-647
179-657
832-002

description
Thermapen Blue - grey
Thermapen Blue - red
Thermapen Blue - blue
s/steel wall bracket

£ each
130.00
130.00
130.00
10.00

Bluetooth module
battery
battery life
sensor type
dimensions
weight



HACCP

C O M PAT I B L E

SDK

AVAIL ABLE

Thermapen Blue
-49.9 to 299.9 °C
0.1 °C via remote device
±0.4 °C (-49.9 to 199.9 °C)
otherwise ±1 °C
Bluetooth LE
1 x 1.5 volt AAA
1000 hours - continuous use
K thermocouple
19 x 50 x 157 mm
112 grams

FREE traceable certificate of calibration included

Please note: Bluetooth LE thermometers have a range of 50 metres depending on the users smart device
make and model. Environmental conditions may also affect the signal strength.

tel: 01580 891300

email: qasales@aceindustrial.co.uk

Thermapen® 3 Thermometer
with air, surface or penetration probe

z temperature range -49.9 to 299.9 °C
z lightweight, compact & easy to use
z foldaway stainless steel probe
z one-handed operation

waterproof ribbon
surface probe
Ø8 x 95 mm

This waterproof probe is ideal for
measuring the surface temperature of
pipes, bearings, hotplates and other
flat surfaces.

The probe conveniently folds back through 180° into the
side of the instrument when not in use. The casing is
washable and includes 'Biomaster' additive that reduces
bacteria growth and the ergonomic rubber seal minimises
the risk of the ingress of water, dust or food.

penetration probe
Ø3.3 x 108 mm

choice of probe styles

This strong and versatile probe
incorporates a pointed, general
purpose tip, ideal for insertion into
liquids and semi-solids.

The Thermapen 3 is available with three styles of probe;
surface, air or penetration. The fast response air
probe is an invaluable tool in establishing the correct
air temperature quickly in HVAC and laboratory
applications. The surface probe is particularly useful
in determining the temperature of hot plates or pipes
etc. Please note: the accuracy and speed of response
will be dependant on whether the surface is flat and
heat transfer compound is used.

air or gas probe
Ø3.3 x 95 mm

This fast response air or gas probe
is ideal for measuring the air
temperature in offices, HVAC
applications, laboratories and other
temperature sensitive working areas.

 optional accessories
z stainless

steel wall bracket - screws not supplied
(832-002)

z protective

PVC wallet with belt strap (830-110)

z protective

silicone boot (830-260)

z glow in the dark protective silicone
boot with magnets (830-265)

order code
231-210
231-212
231-214
830-260
830-265
830-110
832-002

description
Thermapen 3 - penetration probe
Thermapen 3 - surface probe
Thermapen 3 - air probe
protective silicone boot
silicone boot - glow in dark
protective wallet
s/steel wall bracket

£ each
55.00
55.00
55.00
4.50
7.50
5.00
10.00

the Thermapen 3 is supplied in a zip pouch (830-001)

www.aceindustrial.co.uk

Industrial

The Thermapen 3 thermometer incorporates a large digital
display with a precise read-out over the range of -49.9
to 299.9 °C with a 0.1 °C resolution and an accuracy
of ±0.4 °C. The resolution can be switched to 1 °C,
if required, via a switch in the battery compartment. The
thermometer will power off automatically after ten minutes,
maximising battery life. This feature can be disabled if not
required. Both low battery (icon) and open circuit indication
are also displayed, when applicable. Each Thermapen 3 is
powered by two lithium coin cell batteries with a minimum
life expectancy of 1500 hours.

AUTO
OFF

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

Thermapen 3
-49.9 to 299.9 °C
0.1 °C or 1 °C - user selectable
±0.4 °C (-49.9 to 199.9 °C) or ±1 °C
2 x 3 volt CR2032 lithium coin cell
1500 hours
K thermocouple
14.5 mm LCD
19 x 47 x 153 mm
97 grams

FREE traceable certificate of calibration included

tel: 01580 891300

7

ThermaLite® Thermometers
with assured accuracy for life

z temperature range -39.9 to 149.9 °C, with a high accuracy
z reduced tip provides faster & more accurate readings
z ThermaLite 2 includes CalCheck 0.0 °C function
z FREE traceable certificate of calibration

Catering

116
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The ThermaLite digital thermometers display
temperature over the range of -39.9 to 149.9 °C
with a 0.1 °C/°F resolution and an accuracy of
±0.5 °C (-39.9 to 124.9 °C). This accuracy
is guaranteed for life, due to the instruments
advanced electronics. The ThermaLite 2 also
incorporates CalCheck and hold functions.
The thermometers weigh only 45 grams including battery, and feature a clear, easy to read LCD display with an
open circuit 'Err' and low battery indication. The ThermaLite's auto-power off facility turns the instrument off
automatically after ten minutes, maximising battery life. The thermometer is housed in a high impact ABS plastic
case which includes the 'Biomaster' additive that reduces bacterial growth, ideal for routine day-to-day food
and catering applications.
The Ø3.3 x 80 mm reduced tip, stainless steel, penetration probe is ideal for measuring the temperature of food
and semi-solid materials. The ThermaLite is available in six colours, suitable for different applications.

 ThermaLite 2 with CalCheck function
The ThermaLite 2 features a CalCheck 0.0 °C (±0.1 °C) function that allows the
user to verify the accuracy of the thermometer at any time, giving confidence
that measurements are accurate.

 Protective Silicone Boot
Protects your instrument against accidental damage
and increases the water resistance to an IP65 rating

order code
226-101
226-111
226-121
226-131
226-141
226-151
226-102
226-112
226-122
226-132
226-142
226-152
830-280

description
ThermaLite 1 - grey
ThermaLite 1 - white
ThermaLite 1 - yellow
ThermaLite 1 - green
ThermaLite 1 - red
ThermaLite 1 - blue
ThermaLite 2 - grey
ThermaLite 2 - white
ThermaLite 2 - yellow
ThermaLite 2 - green
ThermaLite 2 - red
ThermaLite 2 - blue
protective silicone boot

tel: 01580 891300

£ each
24.00
24.00
24.00
24.00
24.00
24.00
28.00
28.00
28.00
28.00
28.00
28.00
4.00

HOLD

AUTO
OFF

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

A ssured
A ccuracy

 

HACCP
COMPATIBLE

CAL
CHECK

ThermaLite 1 & 2
-39.9 to 149.9 °C
0.1 °C/°F
±0.5 °C (-39.9 to 124.9 °C)
3 volt CR2032 lithium coin cell
5000 hours
thermistor
10 mm LCD
Ø29 x 196 mm (inc. probe)
45 grams

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

TempTest® Smart Thermometers
with patented, automatic 360° rotating
g LCD

z fast response probe, reaches temperature in just 3 seconds!
z small, compact, waterproof (IP67) design
z meets the European Standard EN13485
z auto intelligent backlit display

Catering

These TempTest smart thermometers incorporates a large, easy to read digital
display, with a precise read-out of temperature over the range of -49.9 to 299.9 °C
with a 0.1 °C/°F resolution and an accuracy of ±0.4 °C (-49.9 to 199.9 °C).
The thermometer will power off automatically after ten minutes maximising
battery life, this feature can be disabled if not required.
The thermometer is housed in a waterproof IP67 case with an ergonomic rubber
seal, both include 'Biomaster' additive to reduce bacterial growth. As well as
being waterproof, it is 'probably' one of the fastest reading contact thermometers
on the market today.
The TempTest features an automatic 360° display, which rotates in 90° increments
enabling the user to read the temperature in any position ie. left hand, right hand,
vertical or horizontal. This feature can be 'locked' by the user, if required.
Both low battery (icon) and open circuit indication are displayed, when applicable.
The TempTest 1 is supplied with a permanently attached, pointed stainless steel
food penetration probe (Ø3.3 x 80 mm) with fast response tip.

choice of probe styles
The TempTest 2 is also available with two additional probe styles; surface or air. The fast response air or gas probe
is an invaluable tool in establishing the correct air temperature quickly in refrigeration units, storage areas and other
similar applications. The waterproof, ribbon surface probe is particularly useful for determining the temperature of
hot plates, grills, pipework etc. Each unit is supplied with a permanently attached hand held probe with 500 mm
PVC lead. Please note: the accuracy and speed of response will be dependant on whether the surface is flat.

penetration
probe

air or gas probe

Ø3.3 x 100 mm

This fast response, stainless steel
penetration probe has a reduced
tip and is ideal for measuring
a wide variety of applications
including liquids and semi-solids.

waterproof
surface probe
Ø8 x 100 mm

Ø3.3 x 100 mm

This fast response air or gas
probe is ideal for measuring the
air temperature in fridges, freezers,
chill cabinets and similar.
MAX/
MIN

FREE Holster/Wall Bracket
order code
221-910
222-910
222-913
222-914
830-431

description
£ each
TempTest 1 thermometer
60.00
TempTest 2 - penetration probe 70.00
TempTest 2 - air probe
70.00
TempTest 2 - surface probe
70.00
protective silicone boot - white
4.50

www.aceindustrial.co.uk

This ribbon surface probe is ideal
for measuring the surface
temperature of hotplates, grills
and other flat surfaces.

AUTO
OFF

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

IP67

360°



HACCP
COMPATIBLE

TempTest 1

TempTest 2
-49.9 to 299.9 °C
0.1 °C/°F
±0.4 °C (-49.9 to 199.9 °C) otherwise ±1 °C
2 x 1.5 volt AAA
5000 hours (normal use, without backlight)
K thermocouple
11 mm LCD
17 x 47 x 200 mm
17 x 47 x 120 mm
105 grams
140 grams

FREE traceable certificate of calibration included

tel: 01580 891300
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Food Check

thermometer & probe

z can be used as part of HACCP procedures
z FREE traceable certificate of calibration
The Food Check is designed specifically for the
food and catering professional. The thermometer
will measure temperature quickly and accurately
when monitoring cooked and chilled foods as part of
HACCP and health and safety procedures.
The unit features a large, easy to read, LCD display
with open circuit and low battery indication.

Catering

116
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Each Food Check is supplied with a permanently
attached food penetration probe with a 130 mm
stainless steel stem and 500 mm PVC lead.
order code
221-018
221-028
221-038
221-048
221-058
830-221
832-050

description
Food Check - white
Food Check - yellow
Food Check - green
Food Check - red
Food Check - blue
protective silicone boot - white
s/steel wall bracket & boot

£ each
58.00
58.00
58.00
58.00
58.00
6.00
13.00

AUTO
OFF

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight



HACCP

COMPATIBLE

Food Check
-49.9 to 299.9 °C
0.1 °C
±0.4 °C (-49.9 to 199.9 °C) otherwise ±1 °C
3 x 1.5 volt AAA - 10000 hours
K thermocouple
12 mm LCD
25 x 56 x 128 mm
160 grams

FREE traceable certificate of calibration included

Thermamite® Thermometer
complete with food penetration probe

z temperature range -50 to 300 °C
z compact & robust design
The Thermamite thermometer offers accuracy, flexibility
and ease of use, coupled with the durability and reliability
that is required by the food and catering industry in helping
to meet today's food hygiene legislation.
The instrument is housed in an ergonomic, robust ABS case that
includes 'Biomaster' additive which reduces bacterial growth. Each
unit is supplied with a permanently attached, pointed stainless steel
food penetration probe (Ø3.3 x 100 mm) and a 500 mm PVC lead.
Available in five different colours, ideal for different
food types or preparation areas, that can help avoid
cross-contamination.
order code
261-010
261-020
261-030
261-040
261-050
830-221
832-050

description
Thermamite - white
Thermamite - yellow
Thermamite - green
Thermamite - red
Thermamite - blue
protective silicone boot - white
s/steel wall bracket & boot

tel: 01580 891300

£ each
48.00
48.00
48.00
48.00
48.00
6.00
13.00

AUTO
OFF

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight



HACCP

COMPATIBLE

Thermamite
-50 to 300 °C
1 °C
±1 °C
3 x 1.5 volt AAA - 10000 hours
K thermocouple
12 mm LCD
25 x 56 x 128 mm
160 grams

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

CaterTemp®

thermometer & probe

z FREE traceable certificate of calibration
z high system accuracy ±0.4 °C
The CaterTemp professional digital thermometer
is designed with the catering and food processing
industry in mind and incorporates a combination
of proven circuitry and durability. The thermometer
is housed in a robust, water-resistant ABS case
that contains 'Biomaster' additive which reduces
bacterial growth such as MRSA and E.coli.

Each thermometer is supplied with a permanently
attached food penetration probe with a 130 mm
pointed, stainless steel stem and one metre coiled
PU lead.
order code
221-046
830-227
832-053

description
CaterTemp
protective silicone boot - black
s/steel wall bracket & boot

£ each
68.00
6.00
13.00

HOLD

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

AUTO
OFF



HACCP

COMPATIBLE

CaterTemp
-49.9 to 299.9 °C
0.1 °C
±0.4 °C (-49.9 to 199.9 °C) otherwise ±1 °C
3 x 1.5 volt AAA - 10000 hours
K thermocouple
12 mm LCD
25 x 56 x 128 mm
175 grams

Catering

The CaterTemp is powered by three AAA batteries
that give a minimum of five years battery life and
will power off automatically after ten minutes.

FREE traceable certificate of calibration included

CaterTemp® Plus Thermometer
robust, waterproof & salt resistant

z extruded aluminium case for superior durability
z waterproof case offering IP66/67 protection
The CaterTemp Plus thermometer incorporates the
latest microprocessor technology with improved
durability, designed for reliability and ease of use in
day-to-day catering and food processing applications.
The thermometer incorporates a secure battery
compartment with a waterproof cover and is
supplied with a permanently attached, waterproof,
heavy duty, penetration probe with a Ø3.3 x 130 mm
stainless steel stem and one metre PU coiled lead.
Available with a choice of colour-coded rubber
seals that can help avoid cross-contamination.
order code
221-056
221-256
221-356
221-456
221-556
830-242
832-150

description
CaterTemp Plus - black seal
CaterTemp Plus - yellow seal
CaterTemp Plus - green seal
CaterTemp Plus - red seal
CaterTemp Plus - blue seal
protective PVC boot - black
acrylic wall bracket

www.aceindustrial.co.uk

£ each
115.00
115.00
115.00
115.00
115.00
8.50
9.00

HOLD

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

AUTO
OFF

IP66/
IP67



HACCP

COMPATIBLE

CaterTemp Plus
-49.9 to 299.9 °C
0.1 °C
±0.4 °C ±0.1 % of reading
9 volt PP3 alkaline - 5000 hours
K thermocouple
12 mm LCD
35 x 60 x 115 mm
286 grams

FREE traceable certificate of calibration included

tel: 01580 891300
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Therma 20 Thermometer
for high accuracy readings

z assured accuracy for the life of the thermometer
z meets the European Standard EN13485
z FREE traceable certificate of calibration
z 'Biomaster' anti-bacterial additive
The Therma 20 thermistor thermometer has been specifically designed
for use in the catering industry with HACCP and health and safety
procedures in mind.

Catering

116
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The instrument displays temperature to 0.1 °C over the range of
-39.9 to 149.9 °C with a high system accuracy of ±0.4 °C (-24.9 to
109.9 °C). This accuracy is guaranteed for life, due to the instrument's
advanced electronics. The Therma 20 features an easy to read,
LCD display with low battery indication. The thermometer can be
used in low ambient working temperatures down to -20 °C, which
meets the requirements of the European Standard EN13485 for
the temperature monitoring of food through the supply chain, from
transport to storage to point of sale.
The instrument is housed in an ergonomic, robust ABS case that includes
'Biomaster' additive which reduces bacterial growth. The thermometer's
auto-power off facility turns the instrument off automatically after
ten minutes. The Therma 20 incorporates an easy to use Lumberg
screw-locking connector, allowing a wide range of interchangeable
probes to be used. See opposite page for a select range or visit our
website for our complete range.

penetration probe
Ø3.3 x 130 mm (174-166)

professional catering thermometer kit 0.1 °C
each kit contains:
z
z
z
z
z
z

Therma 20 thermometer (226-040)
penetration probe (174-166)
air wire probe (170-372)
temperature log book (831-100)
mini tub of 70 Probe Wipes (836-022)
ABS carrying case (834-120)

AUTO
OFF

order code
226-040
860-120
174-166
830-221
832-050

description
Therma 20
professional catering kit
penetration probe
protective silicone boot - white
s/steel wall bracket & boot

the Therma 20 is exclusive of probe

tel: 01580 891300

£ each
68.00
118.50
30.00
6.00
13.00

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

A ssured
A ccuracy

 

HACCP

COMPATIBLE

Therma 20
-39.9 to 149.9 °C
0.1 °C
±0.4 °C (-24.9 to 109.9 °C)
3 x 1.5 volt AAA
minimum 5 years (20000 hours)
thermistor
12 mm LCD
25 x 56 x 128 mm
130 grams

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

Therma 20 Thermometer Probes
NTC thermistor probes with lumberg connectors

penetration probe

Ø3.3
3 x 130 mm

fast response probe

air or gas wire probe

Ø3.7 x 30 mm with 1000 mm FEP lead

air or g
gas p
probe

Ø3.3 x 130 mm

foil between pack probe

40 x 50 mm with 1000 mm FEP lead

corkscrew probe
be

Ø8 x 100 mm

Calibration Test Caps

£ each

This stainless steel penetration probe is strong, O
versatile and incorporates a heavy duty, ribbed, O
polypropylene handle with a colour-coded end O
cap. Ideal for measuring liquids, semi-solids  O
and granular materials.
• response time less than 2 seconds
O
• probe temperature range -40 to 150 °C

O
174-161
O
174-162
O
174-164
O
174-165
O
174-166
O
174-167

30.00
30.00
30.00
30.00
30.00
30.00

This stainless steel, fast response, needle
penetration probe incorporates a heavy duty
ribbed, polypropylene handle. The probe is
suitable for liquids and soft semi-solids
including fish, fruit and other delicate materials.
• response time less than 1 second
• probe temperature range -40 to 150 °C

174-100

33.00

This fast response, air or gas wire probe is ideal
for measuring air temperature in chill cabinets,
fridges, freezers, offices, storage areas and similar.
Supplied with a one metre FEP lead.
• response time less than 1 second
• probe temperature range -40 to 150 °C

170-372

20.00

This stainless steel, fast response air or
gas probe incorporates a heavy duty ribbed,
polypropylene handle. The probe is ideal for
measuring air temperature in refrigeration units,
storage areas and other similar applications.
• response time less than 2 seconds
• probe temperature range -40 to 150 °C

174-300

29.00

This easy to use, flexible, fast response, foil
between pack probe has been designed to
measure between packs or boxes of produce in
a variety of applications.
• response time less than 3 seconds
• probe temperature range 0 to 100 °C

170-090

25.00

This frozen food probe incorporates a heavy
duty T-shaped, polypropylene handle and a
corkscrew design sensing tip. Ideal for
measuring deep frozen foods or other frozen
materials. Supplied with a one metre PVC
detachable lead.
• response time less than 6 seconds
• probe temperature range -40 to 150 °C

170-175

71.50

These thermistor test caps are suitable for -18 °C
checking the accuracy of the Therma 20 0 °C
or any equivalent thermistor thermometer. 3 °C
Simply plug in the desired test cap and the 70 °C
display on the thermometer should show 100 °C
the same temperature as the certified value.

286-001
286-002
286-003
286-004
286-005

35.00
35.00
35.00
35.00
35.00

Catering

Ø2.6
6 x 130 mm

order code

Each test cap is supplied with a UKAS
Certificate of Calibration with a
guaranteed uncertainty of ±0.1 °C.
Please note: the above NTC thermistor probes are suitable for use with the Therma 20, 22, 20 Plus & 22 Plus thermometers

www.aceindustrial.co.uk

tel: 01580 891300
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ThermaCheck Thermometer
complete with thermistor penetration probe

z high system accuracy ±0.4 °C
z with assured accuracy for life
The ThermaCheck thermistor thermometer has been
specifically designed for use in the catering and
food processing industries to cope with routine
day-to-day usage.
The instrument is housed in an ergonomic, robust
ABS case that includes 'Biomaster' additive to reduce
bacterial growth. The thermometer's auto-power off
facility turns the instrument off automatically after
ten minutes.

Catering

116
14

The ThermaCheck thermometer is supplied complete
with a permanently attached food penetration
probe with a 130 mm stainless steel stem and
one metre coiled PU lead.
order code
226-042
830-221
832-050

description
ThermaCheck
protective silicone boot - white
s/steel wall bracket & boot

£ each
72.00
6.00
13.00

AUTO
OFF

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

A ssured
A ccuracy

 

HACCP

COMPATIBLE

ThermaCheck
-39.9 to 149.9 °C
0.1 °C
±0.4 °C (-29.9 to 129.9 °C)
3 x 1.5 volt AAA - 20000 hours
thermistor
12 mm LCD
25 x 56 x 128 mm
220 grams

FREE traceable certificate of calibration included

ThermaCheck Plus

waterproof thermometer & probe

z robust waterproof case offering IP66/67 protection
z backlight, auto-off, max/min & hold functions
The ThermaCheck Plus thermistor thermometer utilises
state of the art electronic circuitry, designed for reliability
and ease of use and can be submerged or washed
under a running tap - ideal for both catering and food
processing applications where cleaning is paramount.
The instrument is housed in an ergonomic, ABS case
that includes 'Biomaster' additive to reduce bacterial
growth. Each ThermaCheck Plus has an integrated
rubber seal to ensure complete water resistance and
helps to reduce the possibility of damage in harsh
environments.
Each unit is supplied complete with a permanently
attached food penetration probe with a 130 mm stainless
steel stem and one metre coiled PU lead.

order code
232-042
830-231
832-015

description
ThermaCheck Plus
protective silicone boot - white
stainless steel wall bracket

tel: 01580 891300

£ each
99.00
8.00
10.00

HOLD

MAX/
MIN

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

AUTO
OFF

IP66/
IP67



HACCP
COMPATIBLE

ThermaCheck Plus
-39.9 to 149.9 °C
0.1 °C
±0.4 °C (-29.9 to 129.9 °C)
3 x 1.5 volt AAA - 7500 hours
thermistor
15 mm LCD
32 x 71 x 141 mm
298 grams

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

Saf-T-Log® Thermometer
paperless temperature recording

z displays date, time & user name with each reading
z automatically archives data & creates reports
z helps your business be HACCP compliant
z PASS/FAIL & corrective actions displayed
Measure, store, download and print HACCP reports. No more paper
logs or complicated PDA's to train staff how to use! The Saf-T-Log is as
easy to use as your current thermometer.

Catering
Catering

The Saf-T-Log includes Windows® software to create a list of up to 300
items that you routinely measure, 10 corrective actions, along with up
to 25 users. Each item can include a high/low temperature limit that
gives the user instant on-screen pass/fail feedback or yes/no on nontemperature items. A time delay feature can be added to each temperature
item. Up to seven different checklists can be created at any one time,
to be saved, emailed to other users and uploaded onto any Saf-T-Log.
Record up to 1000 readings by simply scrolling to the correct item and
pressing record. Any 'fail' or 'no' answer, can prompt the selection of
a corrective action. Once readings are taken they can be downloaded
to a PC automatically when reconnected. The data is archived and
a report generated automatically with no additional user input. The
Saf-T-Log report is locked so the data logged cannot be tampered with.
Housed in a durable, IP66/67 waterproof case with a choice of
interchangeable type K thermocouple probes, the Saf-T-Log can be
used for a wide variety of applications. The thermometer includes
a high contrast backlit display with an accuracy of
±0.4 °C and a calibration trim function.
penetration probe
Ø3.3 x 130 mm (123-160)

Custom Checklists
Simply create your own checklist of
items, upload to the unit, attach
the appropriate probe and store
readings at the touch of a button.

IP66/
IP67

AUTO
OFF

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

Corrective Actions
The user is prompted to select a
corrective action if the reading is
outside of the acceptable limit.
Easy for staff to implement and use.

Report Generator
Reports are created automatically
from the saved readings. Failed
results are highlighted and notes
or corrective actions included.
Eliminates the need for paper logs!

www.aceindustrial.co.uk



HACCP
COMPATIBLE

Saf-T-Log
-100 to 1372 °C
0.1 °C
±0.4 °C ±0.1 % of reading
3 x 1.5 volt AAA
>2500 hours (without backlight)
type K thermocouple
12 mm LCD
32 x 71 x 141 mm
220 grams

FREE traceable certificate of calibration included

order code
292-701
123-160
830-231

description
Saf-T-Log
penetration probe
protective silicone boot - white

£ each
120.00
29.00
8.00

the Saf-T-Log is exclusive of probe

tel: 01580 891300
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Therma 1, 3 & Elite Thermometers
robust & lightweight instruments

z Elite model includes backlight & max/min functions
z FREE traceable certificate of calibration
z interchangeable thermocouple probes
z minimum 5 years battery life
The Therma 1 and 3 digital thermometers are rugged and easy to use instruments
that operate through the range of -100 to 1372 °C with a 0.1 °C or 1 °C
resolution. The thermometers are housed in a robust ABS case that contains
'Biomaster' additive which reduces bacterial growth.

Catering

116
16

The Therma 1 and 3 feature large, easy to read, LCD displays with open circuit
'Err', hold and low battery indication. Each thermometer is powered by three
AAA batteries that give a minimum of five years battery life. The units will
power off automatically after ten minutes, maximising battery life. This feature
can be disabled by the user, if not required.
We offer an extensive range of interchangeable type K thermocouple probes
for a variety of different applications, see opposite page for a select range
or visit our website for our complete range.

penetration probe
Ø3.3 x 130 mm (123-160)

Therma Elite thermometer
The Therma Elite incorporates all the features of
a Therma 1 thermometer, but with the addition
of a backlit display, max/min memory function
and a mode button for the selection of 0.1/1 °C/°F.
The thermometer also incorporates a calibration
trim function (±2 °C) which allows the user to
compensate for thermocouple probe errors.


optional accessories
z protective

silicone boot - the Therma series is
splashproof to IP64 when used in conjunction
with this boot. Various colours are available
visit our website for further details

z stainless

steel wall bracket (screws not supplied)
and protective black silicone boot (832-053)

HOLD

order code
221-041
221-043
221-061
123-160
830-227
832-053

description
Therma 1
Therma 3
Therma Elite
penetration probe
protective silicone boot - black
s/steel wall bracket & boot

the Therma series is exclusive of probe

tel: 01580 891300

£ each
55.00
45.00
65.00
29.00
6.00
13.00

MAX/
MIN

specification
range 0.1 °C
range 1 °C
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

AUTO
OFF

Therma 1/Elite
Therma 3
-99.9 to 299.9 °C n/a
300 to 1372 °C
-100 to 1372 °C
0.1 °C & 1 °C
1 °C
±0.4 °C ±0.1 %
±1 °C
3 x 1.5 volt AAA
minimum 5 years (10000 hours)
K thermocouple
12 mm LCD
25 x 56 x 128 mm
130 grams

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

Hand Held Temperature Probes
type K thermocouple

order code £ each

penetration probe

29.00

Ø3.3 x 130 mm

This stainless steel penetration probe is 123-160
strong, versatile and ideal for measuring
323-160
liquids and semi-solids.
(coiled
lead)
• response time less than 3 seconds
• probe temperature range -75 to 250 °C

34.00

Ø3.3 x 300 mm

This extended, stainless steel penetration 123-168
probe is strong, versatile and ideal for
323-168
measuring liquids and semi-solids.
(coiled
lead)
• response time less than 3 seconds
• probe temperature range -75 to 250 °C

32.00

Ø3.3 x 100 mm

This reduced tip (Ø1.8 x 25 mm), fast response, 123-159
stainless steel penetration probe is ideal for liquids
323-159
or soft semi-solids such as fish, fruit etc.
(coiled
lead)
• response time less than 2 seconds
• probe temperature range -75 to 250 °C
This fast response, stainless steel needle 123-100
penetration probe is ideal for liquids or soft semi323-100
solids materials such as fish, fruit etc.
(coiled
lead)
• response time less than 2 seconds
• probe temperature range -75 to 250 °C

32.00

penetration probe

needle penetration probe

Ø1.8 x 130 mm

miniature needle probe

Ø1.4 reducing to Ø1 mm tip x 50 mm

burger probe

Ø4.5 x 45 x 160 mm (6 or 12 mm tip)

ribbon surface probe

Ø15 x 130 mm

rigid between pack probe

Ø4.5 x 130 mm

high temperature probe

Ø3 x 300 mm

This miniature, stainless steel needle probe is
supplied with a one or two metre PTFE lead.
Ideal for measuring small semi-solid items
and sous vide cooking.
• response time less than 1 second
• probe temperature range -75 to 250 °C
This burger probe has been specifically
designed for use in fast food kitchens. The
12 mm stainless steel disc ensures the correct
insertion depth (6 or 12 mm) every time.
• response time less than 4 seconds
• probe temperature range -75 to 250 °C

133-180

35.00

33.00

Catering

fast response probe

30.00

33.00

30.00

(1m lead)

133-182

32.00

(2m lead)

123-745

37.50

(6 mm tip)

123-746

38.50

(12 mm tip)

39.00
This precision, ribbon surface probe utilises flat 123-030
ribbon technology that ensures a fast,
43.50
accurate response with minimal heat loss. 123-032
(right-angled)
A right-angled version is also available.
• response time less than 0.5 of a second
• probe temperature range -75 to 250 °C

This rigid, stainless steel between pack probe 123-060
is strong and versatile, designed specifically to
measure between packets or boxes of produce. 323-060
(coiled lead)
• response time less than 3 seconds
• probe temperature range -75 to 250 °C

32.00

This 300 mm flexible, mineral insulated (MI) 123-213
probe can be bent to any shape without affecting
its performance. Ideal for measuring high 323-213
(coiled lead)
temperatures in deep fat fryers, ovens etc.
• response time less than 2 seconds
• probe temperature range -200 to 1100 °C

42.00

33.00

43.00

Please note: for hand held type T thermocouple probes, replace the third digit (3) of the order code with the number 7

www.aceindustrial.co.uk

tel: 01580 891300
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ThermaQ® Thermometer

two channel type K thermocouple input

z simultaneously displays two probe temperatures
z audible alarm with variable volume control
z programmable high/low alarm
The ThermaQ thermometer allows the user to simultaneously use two
type K thermocouple probes whilst displaying both current temperatures
and the maximum and minimum recorded temperatures. This allows
the user to monitor, for example, both an item of food and the oven air
temperature at the same time or monitor the rise and fall of temperatures
across refrigeration units.

Catering

116
18

The thermometer measures temperature over the range of -99.9 to 299.9 °C
with a 0.1 °C resolution or 300 to 1372 °C with a 1 °C resolution. The
unit features a large, easy to read LCD display with °C/°F, T1, T2, max/min,
open circuit, low battery indication, programmable high/low audible alarm
and a user selectable backlight.
The instrument is housed in an ergonomic, ABS case
that includes 'Biomaster' additive which reduces
bacterial growth. An integrated rubber seal ensures
complete water resistance and helps reduce the
possibility of damage in harsh environments.
We offer an extensive range of interchangeable type
K thermocouple probes for a variety of different
applications, see below and page 15 or visit our
website for our complete range.
order code
231-050
830-258
832-015

description
ThermaQ
protective silicone boot - black
stainless steel wall bracket

the ThermaQ is exclusive of probes

£ each
84.00
12.00
10.00

MAX/
MIN

IP65

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight



HACCP

COMPATIBLE

ThermaQ
-99.9 to 1372 °C
0.1 °C to 299.9 °C thereafter 1 °C
±0.4 °C ±0.1 % of reading
3 x 1.5 volt AAA - 3000 hours
K thermocouple
custom LCD
32 x 71 x 141 mm
230 grams

FREE traceable certificate of calibration included

order code £ each

oven/air probe
grate clip
Ø3.5 x 50 mm

crocodile clip oven probe
crocodile clip
Ø4 x 20 mm with 2000 mm lead

penetration probes
(133-177)
Ø4 x 225 mm

This oven/air probe is ideal for monitoring air
temperatures. Using the grate clip provided,
attach the probe to an oven rack/shelf. Supplied
with a two metre stainless steel braided lead.
• response time less than 10 seconds
• probe temperature range -50 to 350 °C

133-441

27.00

830-530

2.00

(spare clip)

Oven probe incorporating a crocodile clip
that can easily be attached to an oven rack
or similar. Supplied with a two metre stainless
steel braided lead.
• response time less than 2 seconds
• probe temperature range -50 to 350 °C

133-041

24.00

These stainless steel penetration probes are
ideal for continuous monitoring in ovens.
Supplied with a two metre stainless steel
braided lead or stainless steel armoured lead.
• response time less than 10 seconds
• probe temperature range -50 to 250 °C

133-177

31.00

(braided)

133-178

37.50

(armoured)

longer leads are available for the probes above, please contact our technical sales office for more information

tel: 01580 891300

email: qasales@aceindustrial.co.uk

Sous Vide Thermapen® 3
with miniature needle probe

The Sous Vide Thermapen 3 thermometer has been specifically
designed for Sous Vide cooking and areas where precise
temperature measurement is required.
This model incorporates a miniature, stainless steel needle probe
that has a Ø1.1 x 60 mm reduced tip, that conveniently folds back
through 180° into the side of the instrument when not in use.
The Sous Vide Thermapen 3 features the same specification as the
SuperFast Thermapen 3 (see page 4) and includes a FREE traceable
certificate of calibration.
AUTO
OFF



HACCP

COMPATIBLE

£ each
69.00
25.50

FREE traceable certificate of calibration included

miniature needle probe
Please Note: The probe tip is small in
diameter and should be used with care

Catering

order code description
231-011
Sous Vide Thermapen 3
600-475
Sous Vide foam/tape

Sous Vide Thermometer Kits
for precise temperature measurement
urement

Sous Vide thermometer kit
each kit contains:
z Therma

1 thermometer (221-041)
mm Sous Vide needle probe (133-109)
z 120 mm Sous Vide needle probe (133-110)
z water resistant countdown timer (806-150)
z mini tub of 70 Probe Wipes (836-022)
z Sous Vide foam/tape - one metre (600-475)
z ABS carrying case (834-150)
z 60

order code description
860-035
Sous Vide thermometer kit
600-475
Sous Vide foam/tape - one metre

£ each
159.25
25.50

FREE traceable certificate of calibration included

Budget Sous Vide thermometer kit
each kit contains:
z Therma

1 thermometer (221-041)
z 60 mm Sous Vide needle probe (133-109)
z Sous Vide foam/tape - one metre (600-475)
z zip pouch (830-037)
order code description
860-036
budget Sous Vide thermometer kit
600-475
Sous Vide foam/tape - one metre

£ each
105.50
25.50

FREE traceable certificate of calibration included

www.aceindustrial.co.uk

tel: 01580 891300
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IR-Pocket Thermometer

with max/min, display hold & lock functions

z LED spot alignment - safer than a laser
z display hold function
The IR-Pocket non-contact, infrared thermometer
has an easy to read, LCD display with low battery
indication and an auto-power off facility that turns
the instrument off after 15 seconds.

Catering

116
20

This infrared thermometer features a two-button
keypad, simply aim the thermometer at the target
and press the 'measure' button to display the
surface temperature instantly. Pressing the 'mode'
button allows the user to access a variety of
functions, i.e. max/min, °C/°F, lock and emissivity.
The lock function allows for continuous temperature
measurement and the emissivity is adjustable so the
user can measure a variety of surface types.
The unit incorporates LED spot alignment, which
allows the user to precisely target the diameter of
the area being measured.
order code description
814-060
IR-Pocket

£ each
19.00

LED pointer

HOLD

LOCK

specification
range
resolution
accuracy
field of view
emissivity
battery & life
display
dimensions
weight

MAX/
MIN

AUTO
OFF

IR-Pocket
-9.9 to 199.9 °C
0.1 °C/°F
±2 °C or ±2 % whichever is greater
target ratio 1:1
0.95 default - adjustable 0.1 to 1
2 x 1.5 volt AAA - 20 hours continuous use
custom LCD
25 x 52 x 100 mm
88 grams

RayTemp® 2 IR Thermometers

Plus model features 360° rotating LCD & backlight

z FREE traceable certificate of calibration
z records the max/min temperatures
Designed and manufactured in the UK, the RayTemp 2 and
RayTemp 2 Plus infrared non-contact thermometers feature
a large, easy to read LCD and a three-button keypad,
incorporating measure, mode and max/min functions.
Simply aim the thermometer at the target and press the
measure button to display the surface temperature.
Incorporating a 5:1 optic ratio (target distance/
diameter ratio) and a fixed emissivity of 0.95
(RayTemp 2) or adjustable emissivity (RayTemp 2
Plus) make these ideal for a wide range of catering
and food processing applications.
Housed in a robust ABS case that contains
'Biomaster' additive which reduces bacterial growth,
the unit does not incorporate laser alignment, which
will appeal to those who are health and safety
conscious and do not require this feature.
order code
228-020
228-120
830-227

description
RayTemp 2
RayTemp 2 Plus
protective silicone boot

tel: 01580 891300

£ each
38.00
48.00
6.00

MAX/
MIN

specification
range
resolution
accuracy
field of view
emissivity
battery & life
display
dimensions
weight

AUTO
OFF

360°

RayTemp 2 RayTemp 2 Plus
-49.9 to 349.9 °C
0.1 °C & 1 °C
±1 °C (0 to 100 °C) otherwise ±2 °C or ±2 %
of reading whichever is greater
target ratio 5:1
0.95 fixed 0.95 default - adjustable 0.1 to 1
3 x 1.5 volt AAA - 5000 hours continuous
12 mm LCD
25 x 56 x 128 mm
130 grams

FREE traceable certificate of calibration included

email: qasales@aceindustrial.co.uk

Mini RayTemp® Infrared Thermometer
for routine day-to-day temperature checks

z target distance/diameter ratio 12:1
z compact, lightweight & easy to use
The Mini RayTemp infrared thermometer has a
clear, easy to read, LCD display with low battery,
backlight indication and an auto-power off facility
that turns the instrument off after ten seconds,
maximising battery life. This infrared thermometer
is ideal for numerous temperature measurement
applications where contact with the item to be
measured is an issue.

order code description
814-080
Mini RayTemp
830-040
protective nylon pouch

£ each
25.00
6.00

AUTO
OFF

specification
range
resolution
accuracy - infrared
field of view
emissivity
battery & life
display
dimensions
weight

Mini RayTemp
-50 to 330 °C
0.1 °C/°F
±2 °C (0 to 330 °C) otherwise ±4 °C
or ±4 % whichever is greater
target ratio 12:1
0.95 fixed
9 volt PP3 - 80 hours continuous use
custom LCD
36 x 88 x 131 mm
143 grams

Catering

The unit also incorporates laser assisted alignment
as standard, to assist in pin-pointing the area of
measurement. The unit incorporates a 12:1 optic
ratio (target distance/diameter ratio) and a fixed
emissivity of 0.95 making it suitable for a wide
range of catering and food processing applications.

RayTemp® 3 IR Thermometer
ideal for the foodservice industry

z ±1 °C accuracy over the critical food range
z 8 dot circular laser for precise targeting
The RayTemp 3 is ideal for measuring food
surface temperatures, eliminating the need to
touch or contaminate the food you are measuring,
avoiding the risk of cross-contamination.
Additionally the unit is suitable for measuring the
surface temperature of griddles and hotplates.
Simply aim and pull the trigger to display the
temperature of the item being measured. In
addition the LCD will display the maximum
temperature. The RayTemp 3 incorporates a laser
assisted alignment as standard, backlight indication
and an auto-power off facility that turns the unit
off after 15 seconds, maximising battery life.
order code
814-040
830-040
834-740
814-132

description
RayTemp 3
protective nylon pouch
ABS carrying case
Comparator

www.aceindustrial.co.uk

£ each
60.00
6.00
14.00
40.00

MAX

specification
range
resolution
accuracy - infrared
field of view
emissivity
battery
battery life
display
dimensions
weight

AUTO
OFF

RayTemp 3
-60 to 500 °C
0.1 °C (-9.9 to 199.9 °C) or 1 °C
±1 °C (0 to 65 °C) otherwise ±2 °C
or ±2 % of reading whichever is greater
target ratio 12:1
0.97 fixed
2 x 1.5 volt AAA
140 hours continuous use
custom LCD
40 x 66 x 155 mm
180 grams

tel: 01580 891300
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ThermaData® Loggers

temperature recording thermometers

z waterproof housing offering IP66/67 protection
z temperature range -40 to 85 °C or 125 °C
z resolution 0.1 °C, high accuracy ±0.5 °C
z meets EN 12830, S & T, C & D, 1
The ThermaData logger Mk2 series consists of a comprehensive
range of portable data-loggers utilising the latest in electronic
technology. The ThermaData loggers are housed in waterproof,
ergonomic cases that are designed to meet IP66/67 protection.

Catering

116
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The ThermaData logger Mk2 range offers the choice of either
blind data-loggers or data-loggers with an LCD display. Other
options include internal and external temperature sensors/probes.
The external probes can be either fixed or detachable via a
waterproof three-pin connector. The remote temperature probes
are supplied with either a one, two or three metre (where stated)
PVC/PFA (fixed) or PUR/PVC (detachable) lead.
Each logger incorporates a red and green LED, the flashing green
LED indicates that the logger is active/logging and the flashing
red LED indicates that your customised preset alarms have been
exceeded.

ThermaData Studio software
The ThermaData logger is connected to a PC via a USB cradle. By selecting the relevant icon the data can be
downloaded and displayed either as a graph, table or summary. The information can be analysed by zooming
in, saving as a Studio File or exporting as a text (.txt) or Excel (.xls) file to other software packages.
The ThermaData Studio software incorporates several useful functions, including the ability to display two traces
on a graph, the trace colours are user selectable. All files can be viewed as thumbnail icons for easy identification.
The ThermaData Studio software will work equally with all
ThermaData loggers. The software is both powerful and
sophisticated, yet user-friendly enabling temperature data
to be organised and analysed to provide management
information. The software allows the user to programme
the logging sample/interval rate (0.1 to 255 minutes),
the real-time clock, °C or °F, delayed start (maximum
23 hours, 59 minutes and 59 seconds) or select a magnetic
start option. It is also possible to include a 32-character user
ID for each logger.
By selecting continuous logging in the software options, it is
possible to start the ThermaData logger only once and never
have to reset its parameters again, even if downloaded regularly.
Unlike most low cost loggers, the ThermaData logger will
continue recording during and after downloading the data.
The ThermaData Studio software is supplied as a FREE
download. Please note: when initially ordering loggers
it is necessary to order at least one ThermaData logger
cradle.
MAX/
MIN

IP66/
IP67

tel: 01580 891300
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ThermaData logger - model TB

ThermaData logger - model TD

blind with an internal sensor

LCD with an internal sensor

zNTC

zNTC

z
-40

thermistor sensor
to 85 °C
zrecords up to 4000
readings

z
-30

order code description
295-001
model TB

£ each
50.00

ThermaData logger - model TBF

thermistor sensor
to 85 °C
zrecords up to 4000
readings

order code description
296-001
model TD

ThermaData logger - model TDF

blind logger with an external fixed sensor

LCD with an external fixed sensor

thermistor sensor
zØ3.3 x 100 mm probe,
1 metre PVC/PFA lead
z
-40 to 125 °C
zrecords up to 4000
readings

£ each
67.00

ThermaData logger - model TB2F

zNTC

thermistor sensor
zØ3.3 x 100 mm probe,
1 metre PVC/PFA lead
z
-40 to 125 °C
zrecords up to 4000
readings

order code description
296-101
model TDF

LCD with two external fixed sensors

thermistor sensors
x 100 mm probe,
1 metre PVC/PFA lead
z
-40 to 125 °C (external)
zrecords up to 2 x 2000
readings

specification
range - internal
range - external
resolution
accuracy
memory
sample rate
battery
battery life
display - blind
display - LCD
dimensions
weight

£ each
77.00

ThermaData logger - model TD2F

blind with two external fixed sensors
zNTC

zNTC

zØ3.3

zØ3.3

order code description
295-111
model TB2F

£ each
77.00

all models
-30/-40 to 85 °C - model dependant
-40 to 125 °C - model dependant
0.1 °C
±0.5 °C (@ ambient -10 to 85 °C)
4000 or 2 x 2000 readings
0.1 to 255 minutes
3.6 volt ½ AA lithium
approximately 18 months
2 LED's
10 mm LCD/2 LED's
Ø76 x 23 mm
71 to 113 grams - model dependant

An optional protective silicone boot (white) is
available (830-270) see page xx for details

www.aceindustrial.co.uk

Catering

zNTC

order code description
295-101
model TBF

£ each
60.00

thermistor sensors
x 100 mm probe,
1 metre PVC/PFA lead
z
-40 to 125 °C (external)
zrecords up to 2 x 2000
readings

order code description
296-111
model TD2F

£ each
87.00

USB cradle & start magnet

Each USB cradle is supplied with a one metre PVC lead
complete with a start magnet.

order code description
293-804
cradle & start magnet

tel: 01580 891300

£ each
45.00
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ThermaData® WiFi Loggers
wireless temperature monitoring

z email alerts user when alarm limits are exceeded
ded
z access temperature data worldwide via internet
et
z NO ongoing or subscription charges
z programmable high/low alarm

Catering
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The ThermaData WiFi loggers utilise the latest WiFi wireless technology.
echnology.
The loggers are a battery powered, cost-effective, temperature monitoring
system that remotely records the temperature of appliances and
nd buildings.
Each logger transmits the recorded data to a WiFi router connected
nected to the
internet which can be accessed and viewed from a PC, laptop
ptop orr tablet
anywhere in the world.
The loggers have a range limited to the specification of the users WiFi router. Each logger has an intuitive LCD
displaying; temperature, WiFi connection status, max/min recorded temperatures, alarm status and battery life.
At programmable intervals, the loggers will record temperature from both sensors, recording up to a maximum of
18000 readings (9000 from each sensor). Each logger incorporates a red and green LED. The flashing green LED
indicates that the logger is active/logging and the flashing red LED indicates that your customised preset alarms
have been exceeded. Each unit is supplied with a USB lead. ThermaData Studio software is available to download
FREE from our website and is licence free, no ongoing or subscription charges.

How does the ThermaData WiFi logger work?
Using the unique ID of each logger ThermaData Studio creates
a secure connection between logger and software, which can
be accessed and viewed anytime and anywhere with an internet
connection. Each logger communicates directly to the WiFi
router at set intervals to push data through the internet into
ThermaData Studio. The information is available to be analysed
and exported into a report format.

Simple setup and easy to use software
makes the ThermaData® WiFi loggers
perfect for HACCP analysis
ThermaData Studio Software
Both powerful and sophisticated, yet user-friendly, the
ThermaData Studio software enables temperature
data to be organised and analysed to provide
management information.
Data sent via
WiFi to router
Access data on
multiple devices

Email
Alerts

The ThermaData Studio software has the ability to
display up to 32 traces on a graph, the trace colours
are user selectable. All files can be viewed as
thumbnail icons for easy identification.
The software allows the user to programme the
logging sample/interval rate (0.1 to 330 minutes),
communication interval (sync) with PC, real-time
clock, °C or °F and a manual start option. It is also
possible to include a user ID for each logger.

Please note: WiFi routers have a range of 100 metres depending on the make, model, capabilities and setup of the router.
Environmental conditions may also affect the signal strength.

tel: 01580 891300
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ThermaData® WiFi Two Channel Thermistor Loggers
The ThermaData® WiFi thermistor loggers are supplied
with a stainless steel general purpose probe (Ø3.3 x
100 mm) with a one metre PUR/PVC fixed lead which
are suitable for a wide range of remote monitoring
applications. Please Note: Model TD1F is supplied
with one external remote probe and an internal sensor.
Model TD2F is supplied with two external remote probes.
model TD1F
model TD2F
0 to 50 °C
n/a
-40 to 125 °C
-40 to 125 °C
0.1 °C/°F
±0.5 °C
2 x 9000 readings
0.1 to 330 minutes
2 x 1.5 volt AA - approx. 12 months
12 mm LCD/2 LED's
29 x 72.5 x 96 mm
165 grams



MAX/
MIN

order code
298-011
298-111
830-880

HACCP
COMPATIBLE

description
model TD1F
model TD2F
protective boot (black)

£ each
95.00
115.00
12.00

inclusive of thermistor probes

FREE traceable certificate of calibration included

oggers
ThermaData® WiFi Two Channel Thermocouple Loggers

Catering

specification
range - internal
range - external
resolution
accuracy
memory
sample rate
battery & life
display
dimensions
weight

The ThermaData® WiFi thermocouple loggers are
available in two sensor types, type K and type T
thermocouple. Please Note: Each logger is supplied
exclusive of probes, please see below for a small
selection of probes available or for our complete range
contact our sales office or visit our website.
specification
range - type K
range - type T
resolution
accuracy
memory
sample rate
battery & life
display
dimensions
weight

ThermaData WiFi - Thermocouple
-100 to 1372 °C
-100 to 400 °C
0.1 °C/°F to 999.9 thereafter 1 °C
±0.4 °C ±0.1 % of reading
2 x 9000 readings
0.1 to 330 minutes
2 x 1.5 volt AA - approx. 12 months
12 mm LCD/2 LED's
29 x 72.5 x 96 mm
165 grams

FREE traceable certificate of calibration included

general purpose probes
(133-158)

order code
298-121
298-721
830-880



MAX/
MIN

HACCP
COMPATIBLE

description
model TD2TC - type K
model TD2TC - type T
protective boot (black)

£ each
110.00
110.00
12.00

exclusive of thermocouple probes

order code £ each

general purpose probe

133-158

21.50

Ø3.3 x 100 mm

This stainless steel probe is suitable for a wide
range of applications. Supplied with a one metre
PTFE insulated lead and connector.
• response time less than 3 seconds
• probe temperature range -75 to 250 °C

133-350

25.50

9 x 100 x 100 mm

This polypropylene simulant probe is designed
for use in refrigeration, food storage and chill
cabinets. Supplied with a one metre PTFE
insulated lead and connector.
• probe temperature range 0 to 100 °C

133-372

12.50

food simulant probe

heavy duty PTFE wire probe

Ø2.4 x 1000 or 2000 mm

This heavy duty, PTFE insulated wire probe is
ideal for measuring the air temperature in
fridges, freezers, ovens etc.
• response time less than 0.5 of a second
• probe temperature range -75 to 250 °C

(1000 mm)

133-373

14.50

(2000 mm)

Please note: for type T thermocouple probes, replace the third digit (3) of the order code with the number 7

www.aceindustrial.co.uk
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ThermaData® Logger
blind recording thermometers

z visual display shows if limits are exceeded
z customised high/low alarm facility
This cost effective, self-contained temperature data-logger
or blind recording thermometer has been designed to
record the temperature of the surrounding environment.
Housed in a water resistant polyethylene case that
incorporates two LED status indicators.

Catering
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Supplied as a FREE download the ThermaData Studio
software allows the user to programme the logging sample/
interval rate (1 to 255 minutes), the real-time clock, °C/°F,
delayed start (maximum 23 hours, 59 minutes) or pushbutton start and a 12-character user ID. The software also
incorporates a password protected calibration adjustment
feature that allows the user to check the calibration of
loggers and make minor adjustments 0.5 °C (±3 °C).
Also available in a variety of coloured cases to help
prevent cross-contamination. For more information
contact our sales office or visit our website.
order code description
293-001
ThermaData logger - blue
293-104
USB lead

£ each
27.00
34.00



Push Button

Allows a simple visual
inspection to show if alarm
limits have been exceeded.

MAX/
MIN

specification
range
resolution
accuracy
memory
sample rate
battery
battery life
dimensions
weight

ThermaData logger
-40 to 85 °C
0.5 °C
±1 °C (±0.5 °C with calibration utility)
2048 temperature readings
1 minute to 255 minutes
3.6 volt ½ AA lithium
minimum 3 years
Ø55 x 25 mm
40 grams

Stainless Steel ThermaData® Loggers
blind recording thermometers

z integral USB interface for setup & download
z5 probe lengths available
These stainless steel data-loggers are ideal for food and
other applications where a high temperature data-logger is
required. The ThermaData logger is housed in a waterproof,
food grade 316 stainless steel case to protect the logger
from corrosion, impact and moisture (IP66/67).
The ThermaData Studio software allows the user to
programme the logging sample/interval rate. The software
also incorporates a password protected calibration
adjustment feature that allows the user to check the
calibration of loggers and make minor adjustments. Each
logger is supplied with a two metre USB lead and FREE
downloadable ThermaData Studio software.
order code
293-900
293-930
293-931
293-932
293-933

description
stainless steel logger - without probe
stainless steel logger - 50 mm probe
stainless steel logger - 100 mm probe
stainless steel logger - 150 mm probe
stainless steel logger - 200 mm probe

£ each
95.00
110.00
120.00
130.00
135.00

supplied with a two metre USB lead &
FREE downloadable ThermaData Studio software

tel: 01580 891300

MAX/
MIN

specification
range
resolution
accuracy
memory
sample rate
battery
battery life
dimensions
weight

IP66/
IP67

Stainless Steel ThermaData logger
-20 to 105 °C
0.5 °C
±1 °C (±0.5 °C with calibration utility)
2048 temperature readings
1 minute to 255 minutes
3.6 volt 2/3 AA lithium
minimum 3 years
Ø22.5 x 129 mm (excluding probe)
170 grams - model dependant

email: qasales@aceindustrial.co.uk

Gourmet Thermometer
water resistant with folding probe

2012

z includes CalCheck 0.0 °C function
z accuracy of ±0.5 °C
The Gourmet thermometer is ideal for monitoring cooking, cooling
and food holding temperatures as part of HACCP and health and
safety procedures. The unit incorporates two push buttons (on/off
and hold) and a CalCheck function that allows the user to verify
the accuracy of the thermometer at any time, giving confidence
that measurements are accurate.

order code
810-730
810-732
810-733
810-734
810-735
810-736
830-110
832-002

description
Gourmet thermometer - white
Gourmet thermometer - yellow
Gourmet thermometer - green
Gourmet thermometer - red
Gourmet thermometer - blue
Gourmet thermometer - brown
protective wallet
s/steel wall bracket

£ each
19.50
19.50
19.50
19.50
19.50
19.50
5.00
10.00

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

HOLD

AUTO
OFF

CAL
CHECK

Catering

Each unit incorporates a stainless steel, penetration probe (Ø3.5 x
110 mm) that conveniently folds back into the side of the instrument
when not in use. For 2018, the Gourmet now includes 'Biomaster'
additive that reduces bacterial growth, ideal for routine day-to-day
food and catering applications.

IP65

Gourmet
-39.9 to 149.9 °C
0.1 °C/°F
±0.5 °C (-39.9 to 124.9 °C)
3 volt CR2032 - 5000 hours
thermistor
16 mm LCD
20 x 52 x 155 mm
83 grams

DishTemp®

dishwasher thermometer

z displays maximum temperature reached
z simulates plate surface temperature
The DishTemp thermometer simulates a plate as it’s
cleaned and sanitised in a commercial dishwasher,
accurately recording the maximum surface temperature
at the touch of a single button. The DishTemp
eliminates the need for costly and inaccurate test strips
and stem thermometers that do not stay in place or
record temperature at the plate surface.
Built to survive daily use in professional kitchens, the
DishTemp thermometer indicates temperature over the
range of 0 to 90 °C with a resolution of 0.1 °C/°F and
an accuracy of ±0.5 °C.
Incorporating a durable water-tight seal, the DishTemp
is waterproof to IP66 and is supplied complete with a
traceable certificate of calibration.

order code description
810-280
DishTemp thermometer

www.aceindustrial.co.uk

£ each
30.00

IP66

specification
range
resolution
accuracy
battery & life
display
dimensions
weight

DishTemp
0 to 90 °C
0.1 °C/°F
±0.5 °C
3 volt CR2032 - 5000 hours
custom LCD
14 x Ø127 mm
120 grams

FREE traceable certificate of calibration included

tel: 01580 891300
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Super-Fast Mini Thermometer
with max/min & hold function

z fast response probe, 5 to 6 second readings
z easy to use, pocket-sized thermometer
The Super-Fast Mini is a pocket-sized, water resistant
(IP65) thermometer that measures temperature over
the range of -39.9 to 149.9 °C with a 0.1 °C/°F
resolution. The instrument turns on automatically when
the probe cover is removed, allowing for quick, easy
temperature measurements.

Catering
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The thermometer incorporates a fast response Ø2.5 x
73 mm stainless steel penetration probe with reduced
tip and features a max/min and hold function. Each
unit is powered by a CR2032 lithium coin cell
battery and supplied with a probe cover with integral
pocket clip.
reduced tip for fast response

order code description
810-279
Super-Fast Mini thermometer

£ each
17.00

HOLD

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

MAX/
MIN

AUTO
OFF

IP65

Super-Fast Mini
-39.9 to 149.9 °C
0.1 °C/°F
±0.5 °C (-9.9 to 99.9 °C)
3 volt CR2032 - 5000 hours
thermistor
8 mm LCD
Ø25 x 150 mm
20 grams

ThermoPop® Thermometer
with 360° rotating display

z backlit display & auto-power off function
z reduced tip, 5 to 6 second readings
z waterproof to IP66
The ThermoPop is a pocket-sized, waterproof (IP66)
thermometer which incorporates a Ø3 x 114 mm
stainless steel penetration probe with reduced tip.
The thermometer incorporates a unique 360° rotating
display. Simply push a button to rotate the display
in 90° increments, enabling the user to read the
temperature in any position ie. left hand, right hand,
vertical or horizontal.
The unit indicates temperature over the range of
-50 to 300 °C with a 1 °C/°F resolution. Available in
red, white or blue, each ThermoPop is supplied with
a probe cover with integral pocket clip.
order code
810-301
810-304
810-305

description
ThermoPop thermometer - white
ThermoPop thermometer - red
ThermoPop thermometer - blue

tel: 01580 891300

£ each
20.00
20.00
20.00

backlit LCD

AUTO
OFF

specification
range
resolution
accuracy
battery & life
display
dimensions
weight

IP66

360°

ThermoPop
-50 to 300 °C
1 °C/°F
±1 °C (-20 to 120 °C)
3 volt CR2032 - 5000 hours
9 mm LCD
20 x 45 x 178 mm
30 grams

email: qasales@aceindustrial.co.uk

Pocket-sized Thermometers
economical & easy to use

T-shaped thermometer

This pen-shaped thermometer measures temperature
over the range of -49.9 to 149.9 °C, features a Ø3.5 x 120
mm stainless steel penetration probe and incorporates
a °C/°F switch and display hold feature. Supplied with
a probe cover that includes a pocket clip.

This handy-sized thermometer measures temperature
over the range of -49.9 to 149.9 °C, features a
Ø3.5 x 120 mm stainless steel penetration probe and
incorporates a °C/°F switch and display hold feature.
Supplied with a probe cover that includes a pocket clip.

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

pen-shaped
-49.9 to 149.9 °C
0.1 °C/°F
±1 °C
1.5 volt LR44 - 5000 hours
thermistor
6 mm LCD
17 x 20 x 190 mm
15 grams

order code description
810-260
pen-shaped thermometer

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight
£ each
13.00

water resistant max/min thermometer
This handy pocket-sized, water resistant,,
max/min thermometer features a Ø2.5 x
125 mm fast response reduced tip,
stainless steel food penetration probe.
This thermometer is an ideal economical
solution for numerous temperature
measurement applications.

www.aceindustrial.co.uk

£ each
13.00

waterproof thermometer

Each unit is supplied with a FREE protective silicone
boot and protective probe cover that incorporates a
pocket clip and wall-mounting keyhole slot.
specification
range
resolution
accuracy

water resistant
-49.9 to 199.9 °C
0.1 °C/°F
±0.5 °C (-9.9 to 99.9 °C)
3 volt CR2032 - 5000 hours
thermistor
8.5 mm LCD
Ø41 x 17 x 175 mm
22 grams

order code description
810-270
water resistant thermometer

order code description
810-265
T-shaped thermometer

This waterproof thermometer incorporates a Ø2.5 x
122 mm stainless steel penetration probe and has
been designed for reliability and ease of use in routine
day-to-day catering and food processing applications.

The thermometer features three easy
to use push buttons, max/min,
°C/°F and on/off. Each unit iss
at
supplied with a probe cover that
incorporates a pocket clip.
specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

T-shaped
-49.9 to 149.9 °C
0.1 °C/°F
±1 °C
1.5 volt LR44 - 5000 hours
thermistor
6 mm LCD
20 x 58 x 145 mm
15 grams

Catering

pen-shaped thermometer

battery & life
sensor type
display
dimensions
weight
£ each
15.50

waterproof
-49.9 to 199.9 °C
0.1 °C/°F
±0.5 °C (-9.9 to 99.9 °C)
otherwise ±1.5 °C
3 volt CR2032 - 5000 hours
thermistor
8 mm LCD
15 x 26 x 200 mm
25 grams

order code description
810-275
waterproof thermometer
830-275
replacement silicone boot

tel: 01580 891300

£ each
16.50
4.00
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ThermaGuard® Thermometers
for high accuracy fridge/freezer monitoring

z two models available - single or dual external sensors
z optional UKAS Calibration Certificate available
These high accuracy fridge or freezer thermometers
feature a large LCD display, which simultaneously
display the current and max/min recorded temperatures.
Both units feature programmable audible alarms
allowing the user to preset high and low temperature
limits. When the alarm is active the LCD will flash. The
alarm can be silenced by pressing any button.

Catering

116
30

A CalCheck 0.0 °C (±0.1 °C) function allows the user
to verify the accuracy of the thermometer at any time,
giving confidence that measurements are accurate.
Each unit is supplied with a plastic wall bracket with
built-in footstand.
order code
226-511
226-521
226-512
226-522
830-880

description
ThermaGuard 101
ThermaGuard 101 with UKAS Cert
ThermaGuard 102
ThermaGuard 102 with UKAS Cert
protective silicone boot - black

£ each
45.00
60.00
50.00
75.00
12.00

UKAS Calibration Certificate applies to remote probe(s) only

MAX/
MIN

specification
range - internal
range - external
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

CAL
CHECK

IP54

ThermaGuard
-19.9 to 49.9 °C (101 model only)
-39.9 to 49.9 °C
0.1 °C/°F
±0.4 °C
2 x 1.5 volt AA
25000 hours (normal use, without alarm)
thermistor
custom LCD
29 x 73 x 96 mm
165 grams

optional UKAS Certificate of Calibration available

Fridge or Freezer Thermometer
with optional UKAS Certificate of Calibration

z programmable high/low audible alarm
z records the max/min temperatures
This fridge or freezer thermometer features a clear LCD
display, max/min, audible alarm and incorporates two
temperature sensors; a remote water resistant probe with
one metre PVC lead for the appliance temperature and
an internal sensor for the room temperature.
The remote probe can be mounted onto the internal wall
of the fridge using the suction pad or mounting bracket
supplied. The thermometer is housed in a durable ABS
case and incorporates a foot-stand for shelf mounting.
An optional two-point UKAS Certificate of Calibration
is available. Each certificate indicates deviations from
standards at -18 and 0 °C.

order code description
810-210
fridge/freezer thermometer
891-210
810-210 with UKAS certificate

£ each
11.00
51.00

UKAS calibration applies to remote probe only

tel: 01580 891300

remote probe
MAX/
MIN

specification
range
resolution
accuracy
battery & life
display
dimensions
weight

digital fridge/freezer
-49.9 to 69.9 °C
0.1 °C/°F
±1 °C
1.5 volt AAA - 5000 hours
custom LCD
15 x 52 x 73 mm
55 grams

email: qasales@aceindustrial.co.uk

Fridge or Freezer Thermometers
spirit-filled & bi-metal dial

Ø70 mm dial thermometer

This easy to read fridge/freezer thermometer has a
Ø52 mm dial. The thermometer indicates temperature
over the range of -30 to 30 °C in 1 °C divisions.

This fridge/freezer thermometer has a Ø70 mm dial.
The thermometer indicates temperature over the range
of -30 to 30 °C in 1 °C divisions. The unit incorporates
colour-coded zones for ease of reading.

The unit incorporates colour-coded zones for ease of
reading. The fridge/freezer thermometer is housed in
an ABS case that incorporates a plastic hook to hang
from a shelf.
order code description
800-100
Ø52 mm dial thermometer
800-101
Ø52 mm dial - box of 20

£ each
1.80
34.00

FoodSafe fridge thermometer

Catering

Ø52 mm dial thermometer

The fridge/freezer thermometer is housed in an ABS
case measuring 60 x 70 mm. The thermometer can be
free-standing or hung from a shelf.
order code description
800-000
Ø70 mm dial thermometer
800-001
Ø70 mm dial - box of 10

£ each
2.85
26.00

Ø50 mm dial thermometer

This easy to read FoodSafe
fridge thermometer is
ideal for domestic or
commercial use, as
it is reliable, robust
and hygienic.
The unit indicates
temperature over
the range of -25
to 40 °C with an
accuracy of ±1 °C
over the range of -5 to
20 °C, 2 °C thereafter.
Each FoodSafe measures Ø25 x
150 mm and is supplied with a stainless
steel hook for hanging.

This stainless steel, fridge/freezer thermometer has a
Ø50 mm dial. The thermometer indicates temperature
over the range of -30 to 30 °C in 1 °C divisions.
The colour-coded area indicates when the thermometer
is at the correct temperature for a fridge or freezer.
The housing measures 60 x 70 mm and can be
free-standing or hung from a shelf.

order code description
803-900
FoodSafe thermometer

www.aceindustrial.co.uk

£ each
6.00

order code description
800-923
Ø50 mm dial thermometer

tel: 01580 891300

£ each
4.00
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Fridge or Freezer Thermometers
spirit-filled & digital LCD

Catering
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clear spirit-filled thermometer

spirit-filled thermometers

This spirit-filled fridge/freezer thermometer is encased
in a clear ABS housing (20 x 30 x 122 mm).
The thermometer's colour-coded zones indicate
temperature over the range of -40 to 20 °C and
-40 to 80 °F with a 1 °C resolution.

These spirit-filled fridge/freezer thermometers
feature clearly marked colour-coded zones
for ease of reading.

The unit is designed to be hung from a shelf in a
fridge, freezer or cold cabinet, alternatively it could be
wall-mounted (brackets supplied). Each unit is sold
singly or in boxes of ten.
order code description
803-925
clear spirit-filled thermometer
803-930
clear spirit-filled - box of 10

£ each
2.70
25.00

digital fridge/freezer thermometer

The horizontal thermometer indicates
temperature over the range of -30 to 40 °C in 1 °C
divisions. The ABS housing measures 53 x 130 mm.
The vertical thermometer indicates temperature over the
range of -30 to 40 °C in 1 °C divisions. The ABS case
measures 24 x 150 mm.
order code description
803-000
vertical spirit-filled thermometer
horizontal spirit-filled thermometer
803-050

£ each
2.25
2.50

digital fridge thermometer

safety zone icon

remote probe
This max/min and alarm fridge/freezer thermometer
indicates temperature over the range of -49.9 to
69.9 °C with a resolution of 0.1 °C/°F and an
accuracy of ±1 °C. The unit features a max/min memory
function to record the highest and lowest temperatures
and a high/low programmable audible alarm.
The unit incorporates two temperature sensors, a remote
water resistant probe with one metre PVC lead for
the appliance temperature and an internal sensor for
the room temperature. Each thermometer incorporates
a foot-stand for shelf mounting and is supplied with
a suction pad/mounting bracket for the remote probe.
order code description
810-225
digital fridge/freezer

tel: 01580 891300

£ each
8.00

This water resistant fridge thermometer indicates
temperature over the range of -9.9 to 49.9 °C with a
0.1 °C resolution. The thermometer features a unique
food safety zone icon 'G' in the display that indicates
when the temperature is outside the range of 0 to 8 °C.
The thermometer's energy saving feature turns
the unit off when deprived of light, maximising battery
life. The unit is powered by a single CR2032 battery
with a life expectancy of five years. The unit is housed
in an ABS case that measures 18 x 42 x 71 mm and can
be free-standing or hung from a shelf.

order code description
810-241
digital fridge thermometer

£ each
11.00

email: qasales@aceindustrial.co.uk

6000 Series Therma-Hygrometers
dew point calculation & max/min function

z remote or integral %rh & temperature probe
z displays max/min humidity or temperature
z compact & robust design
z optional backlit display
The 6000 series therma-hygrometers are easy to use, relative humidity and air
temperature measuring instruments. The units measure %rh over the range
of 0 to 100 %rh with a resolution of 0.1 %rh and temperature over the range
of -20 to 70 °C (-20 to 50 °C with a fixed probe) with a resolution of 0.1 °C.

Humidity

The therma-hygrometers incorporate a custom LCD, displaying %rh, °C/°F,
dew point indication, max/min and hold. There is an automatic display of
both open circuit and low battery. The 6000/6100 display the temperature
and humidity at the push of a button separately, whereas the 6002/6102
display humidity and temperature simultaneously and additionally incorporates
a backlit display.
All units are powered by three AAA batteries with a minimum life expectancy
of 10000 hours. An auto-power off facility turns the therma-hygrometer off
automatically after ten minutes, maximising battery life.

6100/6102 therma-hygrometers with remote probe
These therma-hygrometers utilise an interchangeable probe that
incorporates a one-metre lead with a 6-pin Lumberg connector.

UKAS Calibration Certificate
An optional 3-point UKAS Humidity Calibration
Certificate is available at a preferential price,
when purchased with these therma-hygrometers.
0601

DEW
POINT

order code
224-600
224-610
224-602
224-612
224-615
830-227
890-111

description
6000 therma-hygrometer
6100 therma-hygrometer
6002 therma-hygrometer
6102 therma-hygrometer
6100/6102 spare probe
protective silicone boot - black
*UKAS 3-point Certificate

£ each
85.00
115.00
95.00
125.00
50.00
6.00
80.00

6100/6102 are supplied inclusive of probe
*price when purchased with a new instrument

www.aceindustrial.co.uk

HOLD

specification
range - 6000/6002
range - 6100/6102
resolution
accuracy
hysteresis
sensor type
battery
battery life
display
dimensions
weight

MAX/
MIN

AUTO
OFF

temperature
humidity
-20 to 50 °C
0 to 100 %rh
-20 to 70 °C
0 to 100 %rh
0.1 °C/°F
0.1 %rh
±1 °C ±1 digit* ±2 %rh (10 to 90 %rh)
±1 %rh
n/a
silicone bandgap capacitance polymer
3 x 1.5 volt AAA
minimum 5 years (10000 hours)
12 mm LCD
25 x 56 x 128 mm
130/160 grams

*accuracy ±0.4 °C over the range 10 to 40 °C otherwise ±1 °C

tel: 01580 891300
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pH Pal Plus pH Tester

ideal for food processing & hydroponics

z pocket-sized meter, ideal for everyday use
z automatic re-calibration feature
z easy to read 8 mm LCD display
z display hold function
pH Instrumentation

116
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The pH Pal Plus pH tester is a user-friendly, simple to use
pocket-sized pH meter that incorporates an automatic
re-calibration feature. At the touch of a button, the
instrument will automatically re-calibrate itself when used
in conjunction with a 7.00 pH buffer solution.
The unit is housed in a water resistant case and features
an easy to read 8 mm LCD display indicating pH over
the range of 0 to 14 pH with a resolution of 0.1 pH and
an accuracy of ±0.2 pH.
The pH Pal Plus tester will power off automatically after
ten minutes, maximising battery life. This pH Pal is ideal
for measuring the pH in food processing, hydroponics
plica
and water testing applications.
The pH tester is an
c
invaluable tool when mixing concentrates
with water.
d by fourr LR44 button
b
The unit is powered
cell batteries
cludes a protective cap. For pH buffer
(supplied) and includes
apsules, see page 118.
solutions and capsules,

 optio
optional accessory
This ready-made 7.00 pH
buf solution ensures the
buffer
p meter is reading correctly
pH

HOLD

order code description
813-513
pH Pal Plus pH tester
816-051
7.00 pH buffer solution

tel: 01580 891300

£ each
46.00
7.50

specification
range
resolution
accuracy
battery
battery life
display
dimensions
weight

AUTO
OFF

IP65

pH Pal Plus pH tester
0 to 14 pH
0.1 pH
±0.2 pH
4 x 1.5 volt LR44 button cell
150 hours
8 mm LCD
15 x 32 x 170 mm
70 grams

email: qasales@aceindustrial.co.uk

8000 pH meter

& interchangeable electrode

z easy to use 2-point re-calibration function
z supplied complete with a pH electrode
The 8000 pH meter features an easy to read, LCD
display and is supplied with a budget pH electrode.
budget pH
electrode
(823- 500)

The unit will power off automatically after ten
minutes, maximising battery life.
At the touch of a button, the instrument will
automatically re-calibrate itself when used in
conjunction with pH buffer solutions. See page 118
for pH electrodes, buffer solutions and capsules.

order code description
860-800
8000 pH meter

£ each
72.50

the 8000 pH meter is inclusive of pH electrode

AUTO
OFF

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

8000 pH meter
0 to 14 pH
0.01 pH
±0.05 pH
3 x 1.5 volt AAA - 5000 hours
combination electrode
custom LCD
25 x 56 x 128 mm
130 grams

pH Instrumentation

The 8000 pH meter indicates pH over the range
of 0 to 14 pH with a resolution of 0.01 pH and
an accuracy of ±0.05 pH. The pH readings are
manually temperature compensated over the
range of 0 to 60 °C (default 25 °C).

Calibration Solutions & Capsules
for pH meters & electrodes

pH buffer, cleaning & storage solutions

pH buffer capsules

These ready-madee solution
solutions
ns are
suitable for checking
ng and cleaning
clea
aning
pH instrumentation
tion and pH
electrodes.

These DIY pH buffer capsules are available in four
standard values, 4.00, 7.00, 9.00 and 10.00 pH.
Each capsule makes 100 ml of solution when mixed
with de-ionised water. Supplied in packs of ten capsules.

Buffer solutions are
re available
available
d 10.01 pH.
pH
H.
for 4.01, 7.00 and

order code
816-050
816-051
816-052
816-040
816-041

description
£ each
4.01 pH buffer solution - 100 ml
7.50
7.00 pH buffer solution - 100 ml
7.50
10.01 pH buffer solution - 100 ml
7.50
cleaning solution - 500 ml
30.00
storage solution - 500 ml
30.00

www.aceindustrial.co.uk

order code
816-004
816-007
816-009
816-010

description
4.00 pH buffer capsules (10)
7.00 pH buffer capsules (10)
9.00 pH buffer capsules (10)
10.00 pH buffer capsules (10)

tel: 01580 891300

£ each
14.00
14.00
14.00
14.00
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Reference Thermometers
±0.05 °C high system accuracy

0601

z 5-point UKAS Certificate of Calibration included
z supplied complete with high accuracy probe
z temperature range -199.99 to 199.99 °C
Calibration Equipment

116
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z ideal for calibration comparison checks
The Reference thermometers are high accuracy PT100 instruments
that are supplied with a five-point UKAS Certificate of Calibration.
Each certificate indicates deviations from standards at various
check points: -18, 0, 40, 70 and 100 °C. Special points may
be certified by arrangement with our UKAS calibration laboratory.
The Reference thermometers are ideal for comparison
checking of the accuracy of other thermometers and probes,
when used in conjunction with a stable temperature heat
or chill source, see page 95. The instruments measure
temperature over the range of -199.99 to 199.99 °C with
a resolution of 0.01 °C and an accuracy of ±0.05 °C.
The units feature a simple on/off push button with open
circuit 'Err' and low battery indication, when applicable.
The Reference Plus thermometer incorporates the additional
features of a max/min and hold function.
The Reference thermometers are supplied with a permanently
attached, high accuracy probe incorporating a 1/10th DIN
PT100 sensor. The probe measures Ø3.3 x 130 mm
and is supplied with a one metre PVC lead.

low cost calibration checker
The Comparator provides an inexpensive way of checking
the temperature of infrared thermometers when used in
conjunction with a Reference thermometer.

HOLD

order code
222-055
222-063
814-132

description
Reference
Reference Plus
Comparator

£ each
210.00
245.00
40.00

tel: 01580 891300

specification
range
resolution
accuracy
battery
battery life
sensor type
display
dimensions
weight

MAX/
MIN

AUTO
OFF

Reference & Reference Plus
-199.99 to 199.99 °C
0.01 °C
±0.05 °C (-50 to 150 °C) ±0.1 °C (-150 to 200 °C)
3 x 1.5 volt AAA
2000 hours
PT100 1/10th DIN
10 mm LCD
25 x 56 x 128 mm
210 grams

a UKAS Certificate of Calibration is included

email: qasales@aceindustrial.co.uk

Reference Thermapen® 3

0.01 °C resolution, high accuracy thermometer

z ideal for calibration comparison checks

0601

z compact & lightweight to use
The Reference Thermapen 3 thermometer
is a high accuracy PT100 instrument that is
supplied with a five-point UKAS Certificate of
Calibration. Each certificate indicates deviations
from standards at various check points: -18,
0, 40, 70 and 100 °C. Special points may
be certified by arrangement with our UKAS
calibration laboratory.

order code
222-213
830-260
830-265
830-110
832-002

description
Reference Thermapen 3
protective silicone boot
silicone boot - glow in dark
protective wallet
s/steel wall bracket

£ each
110.00
4.50
7.50
5.00
10.00

the Thermapen is supplied in a zip pouch (830-001)

AUTO
OFF

specification
range
resolution
accuracy
battery & life
sensor type
display
dimensions
weight

Reference Thermapen 3
-69.99 to 199.99 °C
0.01 °C
±0.07 °C (-30 to 149.99 °C) otherwise ±0.2 °C
2 x 3 volt CR2032 lithium coin cell - 1000 hours
PT100
12 mm LCD
19 x 47 x 153 mm
97 grams

Catering

The unit incorporates a stainless steel,
penetration probe (Ø3.3 x 108 mm) that
conveniently folds back through 180° into the
side of the instrument when not in use.

a UKAS Certificate of Calibration is included

Anti-Bacterial Wipes
mini tubs of 70 QAC free Probe Wipes

tubs of 180 QAC free Probe Wipes

wall bracket
This mini tub is designed to fit into the user's pocket
and incorporates an easy to dispense flip-top lid. The
mini tub contains 70 blue QAC free, anti-bacterial
Probe Wipes.

Each tub contains 180 blue QAC free, anti-bacterial
Probe Wipes that measure 130 x 130 mm.

Each Probe Wipe measures 70 x 130 mm and is
supplied in cartons of ten tubs.

An optional wall bracket is available, enabling a single
tub of wipes to be conveniently positioned. (screws not
supplied).

order code description
836-020
carton x 10 mini tubs

www.aceindustrial.co.uk

£ each
25.00

The tubs are supplied in cartons of six tubs of 180
Probe Wipes.

order code description
836-050
carton x 6 tubs of Probe Wipes
832-305
s/steel wall bracket for single tub

tel: 01580 891300

£ each
18.00
10.00
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Catering Thermometer
accessories

stainless steel wall brackets

temperature log book

These handy, stainless steel wall
brackets allow users to store
specific thermometers safely when
not in use (screws not supplied).

Catering

116
38

f
f
In commercial kitchens each fridge,
freezer
or cold
cabinet should have its own temperature log/record
book. The log book has a wipe clean cover and contains
six months' supply of easy to use record sheets.
832-002

832-015

order code
832-002
832-015
832-050
832-590

832-050

description
£ each
Thermapen s/s wall bracket
10.00
WP Therma series s/s wall bracket
10.00
Therma series s/s wall bracket & boot
13.00
ThermaGuard/WiFi ABS wall bracket
4.00

Each log book allows the user to enter three readings
per day consisting of the temperature, time and initials
of the person responsible for recording the data.
order code description
831-100
A5 temperature log book
831-105
A5 log books - pack of 10

£ each
2.25
20.00

protective silicone boots

waterproof protective pouches

Protect your instruments against accidental damage
by fitting them with a protective boot. We offer a wide
range of protective silicone boots tailored to fit most
of our instruments. Selected boots are available in red,
yellow, blue, green, black and white.

These fully waterproof protective pouches are
manufactured from flexible TPU that can be used
to protect a variety of instruments in damp or wet
environments. Each pouch measures 115 x 190 mm.

order code
830-221
830-231
830-258
830-260
830-460
830-270
830-280
830-431
830-210
830-880

description
Therma series - white*
WP Therma series - white*
WP Therma series inc. magnet
Thermapen 3
Thermapen 4
ThermaData Logger
ThermaLite
TempTest - white*
BlueTherm One/ThermaQ Blue
ThermaGuard/WiFi

£ each
6.00
8.00
12.00
4.50
5.00
5.00
4.00
4.50
6.00
12.00

*for other colours see page 9 for TempTest, page 13 for
Therma Series or page 38 for Waterproof Therma Series

tel: 01580 891300

The 830-400 is supplied with an integral lead,
thermocouple plug and socket. For more information
visit our website or contact our sales office.

830-350

830
830-400
400

order code description
830-350
TPU pouch
830-400
TPU pouch & thermocouple lead

£ each
10.00
31.00

email: qasales@aceindustrial.co.uk

Calibration

Product Index

description

z rapid turnaround - normally within 7 days
z certified uncertainties from ±0.02 °C
z 1 to 5-point UKAS Certificates
We are pleased to offer either traceable accredited
calibration to national standards or 1 to 5 point UKAS
calibration. The UKAS accredited calibration laboratory
has a wide measurement range of - 100 to 200 °C with a
calibration and measurement capability of 0.02 °C.

thermometers & probes
Each UKAS Certificate indicates the deviations
from standards at various check points, the standard
being -18, 0, 40, 70 and 100 °C with a guaranteed
uncertainty, dependant on the probe type, see website
for our calibration and measurement capability table.

test caps & simulators
Each UKAS Certificate indicates the deviations from
standards at specific check points (-18, 0, 3, 70 and
100 °C) to an uncertainty of ±0.1 °C (resistance) or
±0.15 °C (thermocouple).

data-loggers
Each UKAS Certificate indicates the
deviations from standards at three check
points (-18, 0 and 40 °C) to an uncertainty
of ±0.04 °C.
order code
890-200
890-210
890-215
890-230
890-235
890-240
A ssured
A ccuracy

UKAS Certificate - temperature
instrument only standard 5-point
instrument & probe system 5-point
checker 3-point
test cap 1-point
simulator 5-point
data-logger 3-point

AUTO
OFF

accuracy automatic
power
guaranteed
off
for life

CAL
CHECK

COMPATIBLE

CalCheck ideal for
0.0 °C
HACCP
function procedures

£ each
POA
POA
POA
POA
POA
POA
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IP54

IP65

IP66/
IP67

MAX/
MIN

360°

display
hold
function

splashproof
to IP54

water
resistant
to IP65

waterproof
to IP66/67

displays
max/min
readings

rotating
LCD

www.aceindustrial.co.uk

audible
alarm

infrared
laser

backlit
LCD

tel: 01580 891300
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The laboratory can also measure resistance up to 16 M:
(i.e. resistance decade boxes and PT100/RTD temperature
simulators) and DC voltage 0 to 200 mV (i.e. thermocouple
simulators and calibrators). Original UKAS Certificates
provide proof that instruments and probes have been
calibrated against nationally approved standards.
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includes
anti-bacterial
additive
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